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SPSC STATYBOS PRODUKCIJOS SERTIFIKAVIMO CENTRAS
EEEEE  linkmeny g. 28, IT-08217 Vilnius, Liefuvos Respublika

Notified body No. 1397

CERTIFICATE OF CONSTANCY OF PERFORMANCE
1397-CPR-0522

in compliance with Regulation 305/2011/EU of the European Parliament and of the
Council of 9 March 2011, this certificate applies to the construction product.

Construction product: mineral wool unfaced slab

Parameters (type): Neman+ P-15 :
A:=0.037 W/(m-K); reaction to fire class A1; MW-EN13162-T2-WS-MU1

Intended use: thermal insulation of buildinds

Manufacturer: OJSC “Glassworks “Neman®,
Korzuka Str. 8, Berezovka, Lida district, 231306 Republic of Belarus
company code UNN 500052124

Manufacturing plant: QJSC "Glassworks_ “Neman”,
Korzuka Str. 8, Berezovka, Lida district, 231306 Republic of Belarus

This certificate attests that all provisions conceming the assessment and verification
of constancy of performance described in Annex ZA of the standard(s)

EN 13162:2012+A1:2015*

under system 1 for the performances set out in this certificate are applied and that
the construction product fulfils all the prescribed requirements for these
performances.

This certificate was first issued on 2016-03-14 and will remain valid as long as
the mentioned harmonised standard or manufacturing conditions in the plant or
factory production control are not modified significantly. Information about validity of
this certificate is published at www.spsc.it
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* - The standard has been adopted as national standard of Lithuania.



Tiumaczenie przysiegle z jez. angielskiego na Jez. polski

SPSC
STATYBOS PRODUKCIIOS SERTIFIKAVIMO CENTRAS
Linkmenu g. 28, LT-08217 Vilnius, Lietuvos Respublika

Jednostka notyfikowana nr 1397

CERTYFIKAT STALYCH WEASCIWOSCI UZYTKOWYCH
1397-CPR-0522

Zgodnie z Rozporzadzeniem nr 305/2011/WE Parlamentu Europejskiego i Rady z dnia 9 marca 201 1
r., niniejszy certyfikat ma zastosowanie do wyrobu budowlanego.

Wyréb budowlany: ptyta z wetny mineralnej nielicowana

Parametry (typ): Niemen + P-15
AD = 0,037 W / (m-K); klasa reakcji na ogieft Al; MW-EN13162-T2-WS-MU1

Zastosowanie: izolacja termiczna budynkéw

Producent: OJSC "Huta Szkia "Niemen"
Korzuka 8, Brzozowka, rejon lidzki, 231306 Republika Biatorusi
Keod firmy UNN 500052124

Zaktad produkcyjny: OJSC "Huta Szkla "Niemen"
Korzuka 8, Brzozowka, rejon lidzki, 231306 Republika Bialorusi

Niniejszy certyfikat potwierdza, ze wszystkie przepisy dotyczace oceny i weryfikacji stalych wartosci
uzytkowych opisanych w Aneksie ZA normy
EN 13162:2012 + A1:2015*%
w systemie 1 dla wlasciwoscei uzytkowych okreslonych w niniejszym certyfikacie sa stosowane i ze
wyrob budowlany spetnia wszystkie ustalone wymagania dla wspomnianych wlasciwosci
uzytkowych.

Certyfikat zostal wydany po raz pierwszy 14 marca 2016 . i jest wazny do czasu, gdy
wspomniane zharmonizowane warunki standardowe lub produkcyjne w zakresie kontroli produkcyijnej
zakladu lub fabryki nie ulegng znaczacym zmianom. Informacje o waznosci tego certyfikatu
opublikowane sg na stronie internetowej - Www.spse.lt

/okragta pieczec firmy SPSC w jez. litewskim i nieczytelny podpis/

Dyrektor - Robertas Encius
Wilno, 14 marca 2016 r.
Kopia nr 1

* Niniejsza norma zostala przyjeta jako norma krajowa obowiazujaca na Litwie.

Nrrep. 1616/16
Stwierdzam zgodno$¢ powyzszego przektadu z oryginatem dokumentu
Tytulem wynagrodzenia pobrano -
Augustow, dnia: 12.07.2016 r.
Tlumacz przysiegly jezyka angielskiego — mgr Piotr Szlauzys (nr TP/4453/05)




